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Warranty: 
American Mud Pumps LLC: warrants its products to be free from defects in material and/or workmanship under normal use and service for a period of one 
(1) year from the date of shipment. The liability for any defects shall be limited to the repair or replacement of such products, or at the option of American 
Mud Pumps LLC the refunding of purchase price. This warranty is expressly in lieu of all other warranties and representations, expressed or implied, and 
all other obligations or liabilities on the part of American Mud Pumps LLC, which shall not be liable for consequential damages for any breach of warranty."
  
       
Disclaimers. 
American Mud Pumps LLC is a quality independent company. We are neither a licensee, nor affiliated with any other original equipment manufacturer 
(OEM) which may be named throughout. The manufacturers' names or trademarks used herein are solely for identification purposes and are not intended 
by American Mud Pumps LLC to cause confusion as to the source, sponsorship or quality of the parts provided by American Mud Pumps LLC. The OEMs 
named throughout this catalog do not sponsor, promote, warranty or endorse American Mud Pumps LLC products. Part number usage is for identification 
purposes only."        
 
 

LINERS – MUD PUMPS 
FROM AMERICAN MUD PUMPS LLC 

Ceramic / Zirconia Liner 
American Mud Pumps ceramic liners are designed to use in harsh environments. 
The Liner sleeve is made from ceramic/zirconia material that extends the service 
life compared to regular steel liners. With this unique material, service life can 
reach more than 4000 hours. This results in less oil rig downtime and offers more 
efficient budget cost per operating hour, which also reduces piston wear and 
water consumption for lubrication 
 

High Chrome Sleeve / Double Metallic Liner 
American Mud Pumps metallic liner sleeves are structured with maximum 
amount of chrome for the base metal, inserted into the forged steel hull at full 
tension. 
The bore hardness is 60 to 67 Rockwell C scales, while the hull has a higher 
tensile strength of more than 90,000 psi, liners with these high-quality 
characteristics can withstand mud pressure up to 7,000 psi and rated to match 
the pressure rating of the pump per liner size with more than 800 hours of working 
life under normal environment. 
 

File Hard Liner 
American Mud Pumps File Hard Steel liner is made from premium forged steel 
where the bore is carbonized and quenched. The file hard liner is hardened, and 
heat treated under strict quality control to 62 Rockwell C hardness, offering 
excellent tolerance to assure easy installation and long life. 
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Office (LATAM/ MEXICO): 
Av. Insurgentes Sur 1425. Piso 20. 
Insurgentes Mixcoac, CP 03920. 
Mexico City MX. 03920 
 
Phone: (52) 55 52174827 
 
sergioguaso@americanmudpumps.com; 
wwww.americanmudpumps.com 
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